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Baumatic:

Integrated Laundry
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Fully Integrated Full-height Washer Dryer
Wash load: 8 kg

Dry load: 6 kg

Maximum spin speed: 1400 rpm

16 programmes

e Cotton ECO e Cotton

e Sport wear e 1 hour W/D
¢ Quick e Mix

e Delicate ¢ Synthetic

e Wool e Wool

e Colors e Dryonly

e Jeans e Spin only

e Baby care e My cycle

Spin speed regulation
Separate temperature regulation
LCD display

Delay start

Safety lock

Digital countdown indicator
Electronic control operation
Failure detection system
Stainless steel drum

Glass door

Imbalance control system
Overflow protection

Foam protection
Polypropylene tub

Mute washing

Memory

Fuzzy logic

Adjustable feet

Technical Data

Appliance dimensions: (h x w x d) 825-850 x 595 x 540 mm
Aperture dimensions: (h x w x d) 850-895 x 600 x 580 mm
Energy efficiency class: A

Washing performance class: A

Spin-drying efficiency class: A

Energy consumption (wash only): 0.9 kW/cycle (230 kWh/annum)
Water consumption (wash only): 64L/cycle

Water consumption (dry only): 60L/cycle

Rated voltage: 220-240V

Rated frequency: 50 Hz

Electrical connection rating: 1900W

Standard water pressure: 0.05 - 1 Mpa

Fuse rating: 13A

Noise level: 54/78/62 dB

Origin of Country
PRC

Baumatic® operates a policy of continuous improvement and reserves the right to adjust andnodify its products and prices without prior notification.





