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Cooksense
Automatically tailors the aspiration power to ensure fresh air 
whatever you’re cooking..

Air Sense
The perfect way to keep a kitchen smelling fresh and clean 
without any effort. It even continues working after the cooking 
has stopped. AirSense is able to detect not only cooking odours 
but also non cooking odours such as cleaning solvents and 
cigarette smoke etc. Intuitively and automatically activating and
adapting to cleanse the air and keep unwanted smells and dirt 
at bay.

Super Silent
Silent efficiency. This Whirlpool Hood is designed to
operate at low noise-levels, so you can enjoy some
extra peace and quiet.

Light Tone
To match the hood light tone with ones of the kitchen

Dimmer Light
Light intensity customization

Night Light
Courtesy lighting during the night. Intelligent lighting for nightime 
with minimum energy consumption.

●Double Slider Control
●Stripe LED lighting
●Perimetral Aspiration
●Odor Zero
●Suction: 779m3/hr
●Power:176W
●Energy Rating: A++
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煮食感應
無論您烹飪的是什麼，吸力都可以自動調節 ,以
確保空氣新鮮。

AirSense(空氣感應)
保持廚房清新乾淨，不費力的方式。  它甚至在
烹飪停止後繼續工作。  AirSense(空氣感應)不
僅可以檢測烹飪氣味，還可以檢測非烹飪氣味，
如清潔溶劑和香煙煙霧等。直觀，自動 啟動和因
應環境去清潔空氣，保持不必要的氣味和 污垢。

寧靜模式
配備變頻馬達 , 高超的效率。令你享受一些額外
的寧靜。

淺色調

將油煙機的燈光與廚房的燈光搭配

調光燈
光強度定制

夜燈
夜間智能照明，能耗最低。

●Double Slider Control(雙滑控制)
●Stripe LED lighting(LED條燈照明)
●Perimetral Aspiration(周邊吸氣)
●Odor Zero(零氣味)
●Suction(吸力): 779m3/hr
●Power(功率):176W
●Energy Rating(能源評級): A++

on 



W COLLECTION WALL MOUNTED HOOD PRODUCT SPECIFICATIONSAESTHETICS 外觀

Type 類型 T-Shape Chimney T型煙囪

Body color 機身顏色 Black Glass 黑色玻璃

Control panel color 控制面板顏色 Black Glass 黑色玻璃

Control panel design 面板設計 Touch Control 輕觸式

Slim design 纖薄機身設計 •

Filter type 過濾網類型 Stainless Steel 不銹鋼

FUNCTIONS 功能

Operation 操作模式 Extraction or Recirculation,排氣或循環過濾

Delay off 延緩關機 •

Washable filter 可清洗式過濾網 •

ENERGY EFFICIENCY 能源效益

Europe Class 歐洲等級 A++

TECHNICAL SPEC 技術規格

Max. extraction (IEC61591) m3/hr 最高排氣量(IEC61591) 立方米/小
時

779

No. of motors 犘打數量 1

Lighting 照明燈類型 LED Strip

No. of lights 照明燈數量 7W

Length of chimney(mm) 煙囪高度 (毫米) 625-1220(Extraction), 735-1220(Recirculation)

Diameter of air duct 排風喉直徑（ 毫米） 150

Socket/ Fuse spur unit 電源接頭 13A

Length of power cord 電線長度（毫米） 1300

PRODUCT DIMENSIONS (MM) 產品尺寸（毫米） 740-1295Hx898Wx320D

COUNTRY OF ORIGIN 原產地 Europe 歐洲


